Government of Bihar

Department of Envir

onment, Forest & Climate change.

Office of the Director, Patna Zoo

TENDER NOTICE INVITING e-TENDER

(Through e-Procurement mode only at https://eproc2.bihar.gov.in)

Short Notice Tender No: 08/e-PROC/PZ/2026-27

Online Bids are invited from registered Indian Firms/Agencies {Manufacturers (OLEMs)/
Authorized Distributors/ Dealers/ Suppliers/ Fabricators} for the Supply and Installation of various
IFinishing Work items like False Ceiling, CNC Cutting, uPVC/Glass Windows and Doors, ACP
Work ctc. in Patna Zoo.

uPVC/Glass Windows
and Doors, ACP Work
ctc in Patna Zoo

Cost of tender Earnest
SL. document '[‘cnflcr processing Fee .\'Ionc?' )
= Scope of work (In Rupees) (Non- Refundable) Deposit Period
NG (Online Mode) (in Rupees) (In Rupees)
(Non-Refundable) Online
Supply and Installation
of wvarious Finishing
Work items like Falsc
01. | Ceiling, CNC Cutting, Rs. 1,000/- As per e-proc fees Rs. 50,000/- | FY 2026-27

Tender Schedule/Programme:

1. | Online Sale/Download date of Tender | From 03.10.2026 to 13.10.2026 (Upto 02:00 P.M.)
documents (https://eproc2.bihar.gov.in)
2. | Bid-clarification date and time 08.10.2026 - 4:30 PM.
(In the office of the Dircctor, Patna Zo0)
3. | Date/Time for Submission/ Uploading | Till 13.10.2026 up to 4.00 P.M.
of offer/Bid (https://eproc2.bihar.gov.in)
4. | Date & time for Opening of Technical | 13.10.2026 at 5:00 P.M.
Bid. (https://eproc2.bihar.gov.in)
o (In the office of the Director, Patna Zoo) _
5. | Financial Bid Opening Date and Time | Date will be announced afier evaluation of technical bid.

Detailed description of the terms and conditions as well as tender form for submission of tender
can be downloaded from https://www.eproc2.bihar.gov.in

1. Detailed descriptions of the item and instructions for submitting your offer can be downloaded

from e-Procurement Portal (https://eproc2.bihar.gov.in).

\

Page 1 of 37




‘Tenderers arc advised to read the detailed Terms & conditions before submitting e-tender
which can be downloaded from e-Procurement Portal (https:/eproc2.bihar.gov.in) or
(https://state.bihar.gov.in/forest) or (https://patnazoo.bihar.gov.in)

A sum of Rs.1,000.00 being the cost of Tender document (non-refundable) has to be paid
through ¢-payment mode (NEFT/RTGS, Net Banking, Credit/Debit Card) only.

Tender Processing Fee (TPF) amount applicable as per e-Proc Bid Processing IFee structure
(non-refundable) has to be paid through e-payment mode (i.c. NEF1/RTGS, Internet Banking,
Credit / Debit Card) only.

The bidders shall upload the scanned copies of all the relevant certificates, documents, Bank
draft etc. in support of their eligibility criteria/technical bid and other certificate/document in
the e-procurement portal ( https://eproc2.bihar.gov.in)

Bids along with necessary online payments must be submitted through c-payment Portal
https://eproc2.bihar.gov.in before the date and time specified in the NIT. The department does

not take any responsibility for the delay/non-submission of Tender caused duc to non-
availability of Internet connection, Network Traffic/ Holidays or any other reason.

The bidders shall sign on all the supporting statements, documents, certificates uploaded by
him, owning responsibility for their correctness/ authenticity. The bidder shall attach all the
required documents for the specific tender before uploading the same during the bid
submission as per the tender notice and bid document.

Corrigendum/Addendum, if any, will be published on the departmental website
(https://state.bihar.gov.in/forest) or (https://patnazoo.bihar.gov.in) and
c-procurement, Portal Bihar https://eproc2.bihar.gov.in
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Government of Bihar
Department of Environment, Forest & Climate change.

Office of the Director, Patna Zoo

TENDER NOTICE INVITING e-TENDER

(Through e-Procurement mode only at https://eproc2.bihar.gov.in)

Short Notice Tender No: 08/e-PROC/PZ/2026-27

Terms and Conditions for Supply and Installation of various Finishing Work
items like False Ceiling, uPVC/Glass Windows/Doors and other finishing
work items, etc. in Patna Zoo.

1. GENERAL: -

1.1 The Director, Patna Zoo invites Separate/Online Bids under a Two-Bid System from
registered Indian Suppliers, including Manufacturers (OEMs), Authorized Distributors,
Dealers, Suppliers, reputed Agencies/Firms, having adequate experience and capacity for
the Supply and Installation of various Finishing Work items like False Ceiling, uPVC/Glass
Windows/Doors and other finishing work items, etc in Patna Zoo.

The scope of work broadly includes Supply and Installation of various Finishing
Work items like False Ceiling, uPVC/Glass Windows/Doors and other finishing work
items, etc including all necessary accessories, fittings, fixtures, installation materials,
scaffolding and associated works, complete in all respects as per the approved
specifications, drawings and instructions of Patna Zoo.

1.2 Scparate Technical and Financial Bids from registered Indian Suppliers, including
Manufacturers (OEMs), Authorized Distributors, Dealers and Suppliers, meeting the
specified requirements and technical specifications, shall be submitted through the e-
tendering process only, i.c. through the e-Procurement Portal of Government of Bihar at
https://eproc2.bihar.gov.in, within the period specified in the Tender Schedule.

The main purpose of this Tender is to sclect cligible agencies/firms for the Supply and
Installation of wvarious Finishing Work items like False Ceiling, uPVC/Glass
Windows/Doors and other finishing work items, etc, along with all necessary accessories,

W

fittings, fixtures, installation materials, scaffolding and other associated works. The above
works shall be executed for the upgradation of a Visitor Facilitation Zone and other public
facilitics at Patna Zoo, complete in all respects, as per the approved specifications,
drawings, quality standards and directions of the Director, Patna Zoo. The work shall be
completed within 30 (thirty) days from the date of issue of the Work Order and in any casc
not later than 15.11.2026, whichever is earlier. Any extension of time shall be considered,
subject to approval of the Competent Authority and in accordance with the applicable terms
and conditions of the contract.
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Tender Schedule/Prosramme:

Online Sale/Download date of Tender From 03.10.2026 to 13.10.2026 (Upto 02:00 P.M.)
documents _ (https://eproc2.bihar.gov.in)

08.10.2026 - 4:30 PM.

Bid-clarification date and time (In the office of the Director, Patna 7Z00)

Date/Time for Submission/ Uploading | Till 13.10.2026 up to 4.00 P.M.
of offer/Bid (https://eproc2.bihar.gov.in)

13.10.2026 at 5:00 P.M.
(https://eproc2.bihar.gov.in)
(In the office of the Director, Patna Zoo)

Date & time for Opening of Technical
Bid.

1.10

IFinancial Bid Opening Date and Time | Date will be announced after evaluation of technical bid.

To participate in the e-tendering process, the bidders are required to get registered by the
service provider of e-tendering. The bidders are required to submit “Technical Bid” and
“Financial Bid” separately through c-Procurement Portal (https://eproc2.bihar.gov.in).

Tenderers are advised to read the detailed Terms & conditions before submitting e-tender
which can be downloaded from e-Procurement Portal (https:/eproc2.bihar.gov.in) or
(https://state.bihar.gov.in/forest)

A sum of Rs.1,000.00 being the cost of Tender document (non-refundable) has to be paid
through c-payment mode (NEFT/RTGS, Net Banking, Credit/Debit Card) only.

Tender Processing I'ce (TPI) amount applicable as per e-Proc Bid Processing Fee structure
(non-refundable) has to be paid through e-payment mode (i.e. NEFT/RTGS, Internet
Banking, Credit / Debit Card) only.

EMD amount has to be paid through online mode (i.c. Internct Payment Gateway) through
c-payment Portal https://eproc2.bihar.gov.in only.

The bidders shall upload the scanned copies of all the relevant certificates, documents etc.
in support of their cligibility criteria/technical bid and other certificate/document in the c-
procurcment portal ( https://eproc2.bihar.gov.in)

Bids along with necessary online payments must be submitted through e-payment Portal
https://eproc2.bihar.gov.in before the date and time specified in the NIT.,

The received e-bids will be opened Director, Patna Zoo located at the office of Director,
Patna Zoo. before Competent Tender committee in the presence of bidders or Authorized
representatives of bidders. In case any bidder/authorized representative of the bidder
remain absent at the time of opening of technical/financial bid, the bid will be considered
valid for evaluation.
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1.12

1.14

1.15

2.1

2.2

Bids along  with  necessary documents must be  submitted through
https://eproc2.bihar.gov.in before the date and time specified in the NIT. The department
does not take any responsibility for the delay/non-submission of Tender caused duc to non-
availability of Internet connection, Network Traffic/ Holidays or any other reason.

The technical bids will be opened by the Tender committee at the first instance for
cvaluation. Financial bids of only the technically acceptable offers will be opened for
further evaluation and ranking.

Rates finalized in the Tender will be valid for the financial year 2026-27 and no price
revision will be permissible.

Joint Ventures/Consortia are not permitted.

ELIGIBLE BIDDERS: -
Eligibility Criteria — Work Experience

The cligible bidders must have prior experience of Supply and Installation of various
Finishing Work items like False Ceiling, uPVC/Glass Windows/Doors and other finishing
work items, ctc in any Department/Institution under the Government of India, State
Governments, Government of Bihar, Public Sector Undertakings (PSUs), or Private sector
as detailed below:

e The bidder should have successfully completed similar works or should be holding
running contracts with an average annual valuc not less than Rs. 25.00 Lakhs during
the last three consecutive financial years (FY 2023-24, FY 2024-25, and I'Y 2025
26).

« Inthe case of Authorized Distributors/Dealers/Suppliers, the experience of the Original
Equipment Manufacturer (OEM) shall not be considered for establishing the bidder’s
eligibility. The requisite work experience must be in the name of the participating
bidder only.

e The bidder must enclose valid copies of agreements/work orders/corresponding
completion/experience certificates issued by the concerned authority/organization as
documentary evidence.

Eligibility Criteria — Financial Turnover

« All cligible bidders must have an average annual financial turnover of not less than Rs.
25 Lakh during the last three financial years, i.c., 'Y 2023-24, 'Y 2024-25, and I'Y

2025-26, as per the books of accounts.

« In cases where the audited financial statements for the last financial year (Y 2025
26) arc not yet available, the bidder shall submit:

*L
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2.3
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I. The audited financial statements for the preceding financial year (FY 2022-23),
in addition to the available years.

2. A certificate from a practicing Chartered Accountant, certifying the turnover

based on the latest available financial records.

An affidavit/undertaking from the bidder confirming that the audited financial

statements for the last financial year have not yet been completed/finalized.

(5

Eligibility Criteria — Registration & Authorization

o The bidder must be a registered Indian supplier, i.c., a Manufacturer (OEM)/Authorized
Distributor/Dealer/Supplicr. for the supplying and installation of the finishing Work
material/items.

 In the case of Authorized Distributors/Dealers/Suppliers, the bidder must possess a
valid authorization certificate issued by the concerned OEM in favor of the bidder.

» The bidder shall enclose copies of valid authorization letter(s)/certificate(s) issued by
the OEM, if applicable, as documentary evidence along with the bid.

ELIGIBILITY CRITERIA FOR BIDDERS:

The bidder shall have been engaged in the business of Supply and Installation of various
Finishing Work items like False Ceiling, uPVC/Glass Windows/Doors and other finishing
work items, ete for at least the last three years as mentioned in the eligibility criteria 2.1,
Documentary evidence shall be submitted.

The bidders should have the necessary financial turnover as mentioned in the cligibility
criteria 2.2 for past three years continuously. Documentary evidence in support of this must
be provided.

The bidders should have the necessary registration/authorization as mentioned in the
cligibility criteria 2.3. Documentary evidence in support of this must be provided.

Bidder shall submit a copy of PAN card No. under Income Tax Act along with income tax
returns of last 3 Financial Years (AY 2023-24, 2024-25 and 2025-26). If the Income tax

return of last financial year is not submitted, return of AY 2022-23 should be submitted.

The bidder should have valid GST registration number and documentary cvidence of the
same should be provided.

Bidder must submit valid Identity and address proof of the firm/Proprictor/Partner/Director
issued from the competent authority.

Bidder must submit copies of all documents required, duly sclf-attested, along with
technical bid of the tender.

'l, Page 6 of 37



d

d

(OS]

(U8 ]

fad

(]

8

The bidder shall enclose with the technical bid the Booklet or brochures (If applicable)
containing photographs and technical specifications of the finishing Work material/items
that will be supplied by the bidder. The tender committee may ask the bidder to produce
the sample of material to be supplied along with Booklet or brochures containing
photographs and technical specifications of the finishing Work material/items, if found
necessary to ensure the technical specification of the material to be provided.

The bidder shall submit self-attested photocopy of the authorization certificate issued by

the manufacturer of the materials, if applicable, for which technical bid is submitted by the
bidder.

The bidder shall submit self-attested photocopy of the character certificate issued by the
competent authority.

The bidder should ensure that they have rendered satisfactory performance during last three
years and a notarized declaration must be submitted by the bidder that he/his firm is not
black listed by any department of Govt. of India or Govt. of Bihar in last three ycars due
to unsatisfactory performance or any other reason. Any suppression of material fact or
submission of any false document or discrepancy in this respect will lead to disqualification
of tender and further legal action.

[zach bidder is required to confirm & submit a notarized declaration with his bid that no
agent, middleman or any intermediary has been, or will be, engaged to provide any
services, or any other item or work related to the award and performance of this contract.
They will have to further confirm & declare that no agency commission or any payment
which will be construed as an agency commission will be paid & that the tender price will
not include any such amount. If the Director, Patna Zoo subsequently find to the contrary,
the Tender Committee or the Director, Patna Zoo has the right to declare the Bidder as non-
compliant and declare any contract if alrcady awarded to the Bidder to be null and void.

Canvassing or offer of an advantage or any other inducement by any person with a view to
influencing acceptance a bid will be an offence under Laws of India. Such section will
result in the rejection of bid, in addition to other punitive measures.

ONE BID PER BIDDER: - Each bidder shall submit only one bid.
COST OF BID: -

The bidder shall bear all costs associated with the preparation and submission of his bid
and the Director, Patna Zoo in no case shall be responsible or liable for those costs,
regardless of the conduct or outcome of the tender process.

SITE VISIT: -

The bidder shall be responsible for the Supply and Installation of various Finishing Work
items like False Ceiling, uPVC/Glass Windows/Doors and other finishing work items, ctc
as specified in the Tender Document. The bidder is advised to visit the Patna Zoo prior to
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submission of the bid to familiarize himself/herself with the site conditions, arca of
operation, access conditions, existing facilitics, operational constraints and the nature and
extent of the work to be carried out. All costs and expenses incurred by the bidder in
connection with the site visit shall be borne solely by the bidder. Submission of the bid
shall be deemed to constitute that the bidder has satisfied himself/herself regarding the site
conditions, operational requirements, accessibility, nature and extent of the work. and has
obtained all information necessary for the proper execution and completion of the work.
No claim arising from lack of knowledge or failure to inspect the site shall be entertained
subscquently.

7. TENDER DOCUMENTS: -
7.1.1  Contents of Tender the tender document comprises of following:
| a) Notice of Invitation of Tender, '
b) Terms and Conditions. ~ (Annexure-l) !
¢) Scope of Work (Annexure-11) J
d) Specifications of the Work items ) (Annexure-I1I) |
¢) Technical Bid form (Annexure-1V) |
f) Financial Bid Form (Annexure- V) |

7.1.2 The bidder is expected to examine all instruction, Forms, Terms & Condition in the Tender
documents. Failure to furnish all information required by the Tender document or
submission of a tender not substantially responsive to the Tender document in every respect
will be at the bidder’s risk and may result in rejection of his bid.

7.1.3  The bidder shall not make or cause to be made any alteration, erasurc or obliteration to
terms mentioned in 7.2.1, in the text of the Tender document.

7.2.  CLARIFICATION ON TENDER DOCUMENT: -

7.2.1. In case the bidder has any doubt about the meaning of anything contained in the Tender
document, he shall seck clarification from the office of the Director, Patna Zoo
immediately before submitting his bid. Any such clarification had been sought, will be
copied to all bidders without disclosing the identity of the bidder secking such clarification.

7.2.2  Except for any such written clarification by the Director, Patna Zoo which is expressly
stated to be an addendum to the tender document issued by the Director, Patna Zoo, no
written or oral communication, presentation or explanation by any other employee of the
Department shall be taken to bind or fetter the Department under the contract.

8. PREPARATION OF BIDS: -

8.1. LANGUAGE: -

The bids and all accompanying documents shall be either in Hindi or in English. In case
any accompanying documents are in other languages, it shall be accompanicd by an
English translation. The English version shall prevail in matters of interpretation.
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8.2

8.2.1

8.2.2

823

8.33

DOCUMENTS COMPRISING THE BID: -

The bids arc to be submitted through e-procurement portal https://cproc2.bihar.gov.in only.

The tender document shall comprise of documents as described in Terms and Conditions,
technical as well as financial bids including supporting documents as mentioned in the
tender document.

The bidder shall, on or before the date given in notice Inviting Tender, shall submit his bid
through e-procurement portal_https://eproc2.bihar.gov.in only.

The bidder shall furnish the details regarding work experience, as stated in Clause 2,
completed in preceding three year, which were similar in nature and complexity as
mentioned for the current tender.

BID PRICES: -

The rates quoted by the bidder for the Supply and Installation of various Finishing Work
items like False Ceiling, uPVC/Glass Windows/Doors and other finishing work items, ctc
shall be all-inclusive, covering all applicable taxes, GST, cess, duties, fees and statutory
charges, including any charges towards registration, authorization. NOC, permits or
approvals, wherever applicable. The quoted rates shall also include the cost of packing,
loading, transportation up to Patna Zoo, unloading, handling, storage, installation, erection,
scaffolding and all other materials, tools, equipment, labour and incidental works required
for proper and complete execution of the work. No extra payment or hidden charges. over
and above the rates quoted and accepted in the Financial Bid, shall be payable by Director,
Patna Zoo on account of any such costs or charges.

The cost of Supply and Installation of various Finishing Work items like False Ceiling,
uPVC/Glass Windows/Doors and other finishing work items, cte shall be inclusive of all
costs towards repair, rectification, replacement and maintenance required during the Defect
Liability Period (DLP), including the cost of materials, labour, service, transportation,
scaffolding and all other incidental expenses. The Defect Liability Period shall be for a
period of Three (3) years from the date of completion and acceptance of the respective
Finishing Work item/work by Patna Zoo. The sclected agency shall be fully responsible
for rectifying, repairing, replacing or making good. as applicable, any defect, failure,
deficiency, deterioration or damage attributable to defective material, workmanship,
improper installation or non-compliance with the approved specifications during the entire
Defect Liability Period, at no additional cost to Patna Zoo. No separate payment shall be
made by Director, Patna Zoo for routine maintenance, repair, rectification, replacement or
service required during the Defect Liability Period.

The Contractor shall provide and pass on to Patna Zoo all applicable manufacturer/OEM
warrantiecs for the materials supplied and installed under this Tender. The
manufacturer/OEM warranty shall commence from the date of completion and acceptance
of the respective finishing work item by the Director, Patna Zoo or the authorized

|
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representative of Patna Zoo and shall remain valid for the period specified by the respective
manufacturer/OLEM. Where the manufacturer/OEM warranty period is longer than the
Defect Liability Period, such extended warranty shall continue to remain applicable to the
concerned material/item for the full applicable warranty period. However, such extended
OEM warranty shall not extend the Contractor's contractual Defect Liability Period for
workmanship and installation beyond Three (3) year, unless specifically provided
otherwise in the Tender Document. The Contractor shall coordinate with the
manufacturcer/OEM for any warranty claim, repair or replacement, and Director, Patna Zoo
shall not be required to separately pursue the manufacturer/OEM. In case any defective
item is replaced during the warranty period, the warranty for the replaced item shall remain
valid for the remaining period of the original warranty or twelve (12) months from the date
of replacement, whichever is later.

The Defect Liability Period shall be in addition to and without prejudice to the
manufacturer's warranty applicable to the respective materials/items. During the Defect
Liability Period, the agency shall, at its own cost, promptly repair, rectify, replace or make
good any defect, deficiency, failure, deterioration or damage arising due to defective
matcrials, poor workmanship. improper installation or failure to comply with the approved
specifications, drawings or instructions. The agency shall commence necessary
rectification work within 7 days of receiving written notice from Director. Patna Zoo and
shall complete the same within the period specified by the Director, Patna Zoo, depending
upon the naturc and urgency of the defect. No additional payment shall be made by
Dircctor, Patna Zoo for such repair, rectification or replacement during the Defect Liability
Period. If the agency fails to attend to or rectify the defect within the stipulated period,
Patna Zoo shall have the right to get the work executed through another agency at the risk
and cost of the defaulting agency, without prejudice to any other rights or remedies
available to Patna Zoo under the contract.

The quoted rates shall be firm and shall include all applicable taxes, dutics, cess, fees and
statutory charges prevailing as on the date of submission of the bid. No additional payment
shall bec admissible on account of any subsequent increase in such taxes, dutics, fees or
charges, except where specifically permitted under applicable Government rules.

Evaluation of the financial bid will be based on the lowest rate (I.-1) submitted for cach
work by technically approved bidders.
Conditional bids/offers will be summarily rejected.

[f the successful bidder fails to supply and install the required materials/work within the
stipulated time or fails to comply with the terms and conditions of the contract, Dircctor.,
Patna Zoo shall have the right, without prejudice to its other contractual remedies, to
procure/exccute the balance work through another technically qualified bidder at the 1.1
rate, and any additional cost/loss incurred on this account shall be recoverable from the
defaulting bidder.
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8.4

8.5

8.5.1

8.6

8.7

8.7.1

8.7.2

8.7.3

FORM OF BID: -

The bids are to be submitted through e-procurement portal https://eproc2.bihar.gov.in only
& it shall be completed in all respects & duly signed & stamped by an authorized and
empowered representative of the Bidder.

CURRENCIES OF BID AND PAYMENT: -

The bidder shall submit his price bid/offer in Indian Rupees and payment under this
contract will be made in Indian Rupecs.

DURATION OF CONTRACT: -

The contract shall be valid for the Financial Year 202627, commencing from the date of
exccution of the Agreement/issue of Work Order, as applicable. The Director, Patna Zoo
reserves the right to curtail or extend the contract period, wherever considered necessary,
subject to the terms and conditions of the Tender Document and applicable rules.

The scope of the contract shall include, but not be limited to, the following:

e Supply and Installation of the specified Finishing Work items during the Financial
Year 2026-27, as per the approved specifications, drawings, quality standards and
dircctions of Patna Zoo.

e Maintenance, repair, rectification and replacement, wherever required, of the
supplied and installed materials/items during the applicable Warranty Period and
Defect Liability Period (DLP) as specified in the Tender Document.

e The obligations relating to warranty, maintenance and Defect Liability Period shall
continue beyond the Financial Year 202627, wherever applicable, until expiry of
the respective warranty/DLP period.

The agency shall complete all works within the prescribed timelines specified in the Work
Order/Tender Document and shall remain responsible for all post-completion obligations
during the applicable warranty and Defect Liability Period.

BID SECURITY: -

The bidder shall deposit a Bid Security (Earnest Money Deposit — EMD) of Rs. 50,000/-
(Rupees Fifty Thousand only) through online mode (Internct Payment Gateway) available
on the e-Payment Portal: https://eproc2.bihar.gov.in only. Requests for exemption from
payment of EMD shall be considered only in accordance with the applicable
guidelines/rules of the Central Government and/or State Government. Such exemption
shall be granted only upon submission of valid documentary evidence/certificates issued
by the Competent Authority, clearly citing the relevant rules and guidelines under which

the exemption is claimed.
Any tender not accompanied by Bid Security shall be rejected.

Bid securities of the unsuccessful bidders will be returned to them at the carliest after expiry
of the final bid validity and on or before the 30th day after the award of the contract.
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8.7.4

3.7.5

8.7.6

8.8

8.8.1

8.8.2

8.8.3

Bid sccurity (1EMD) of the successful bidder shall be returned on receipt of Performance
Sccurity by the Director, Patna Zoo and after signing the agreement.

Bid sccurity (EMD) shall be forfeited if the bidder withdraws his bid during the period of
Tender validity.

Bid security (1:MD) shall be forfeited if the successful bidder refuses or neglects to exccute
the Contract or fails to furnish the required Performance Security within the time frame
specified by the Dircctor, Patna Zoo.

FORMAT AND SIGNING OF BID: -

The bidder shall upload the tender document and addenda, if any, thereto, with cach page
of this document signed and stamped to confirm the acceptance of the term & conditions
of the tender by bidder. The uploaded scanned copies of the documents should be casily
rcadable. The bidders are advised to ensure this before finally uploading the bids.

The documents comprising the bid shall be typed or written in indelible ink and all pages
of the bid shall be signed by a person or persons duly authorized to sign on behalf of the
bidder. All pages of the bid, where entries or amendment have been made, shall be signed
by the person or persons signing the bid. The uploaded scanned copies of the documents
should be casily readable. The bidders are advised to ensure this before finally uploading
the bids.

The bid shall contain no alteration, omissions or additions except those to comply with
instruction issued by the Director, Patna Zoo or are necessary to correct errors made by the
bidder, in which case should corrections shall be initialed/signed and dated by the person
or persons signing the bid.

SUBMISSION OF BIDS: -

The bids are to be submitted in through e-procurement portal https://eproc2.bihar.gov.in
only which is mandatory, failing which the tender shall not be considered.

The Technical Bid should consist of the following documents -

“(-a) Proof of submission of cost of Tender document (non-refundable) Rs 1,000/-.

(b) Proof of submission of Bid Security (E MD) for an amount of Rs 50,000/~
deposited through online mode (i.c. Internet Payment Gateway) through c-payment
Portal https://eproc2.bihar.gov.in only.

(¢) Self attested copy of Technical Bid form with bidder’s name, designation,
Office/Residential address and office Telephone Numbers, whether the bidder is a
sole proprictor/partnership firm, names addresses and telephone numbers of
Director/Partners also.

(d) Sclf-attested Photocopy of Address & Identity proof.
(c) Self-attested photocopy of the partnership deed in case of firm and letter of
authority by the firm to participate in the tender
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9.2

921

10.1

10.1.1

10.1.2

10.1.3

(H Self attested copy of PAN No. card under Income Tax Act. along with Income Tax
rcturn of last three assessment years. i.c. AY 2023-24, 2024-25 and 2025-26.

(g)_S_c:lfalic_sLed copy of Goods and Service Tax (GST) Registration Number.

(h) Proof of Average Annual turnover as stated in Clause 2 supported b_y audited
balance sheet.

(i) Proof of experience as stated in Clause 2 supported by documents from the
concerned organization.

(j) Brochures with spcciﬁéation and photograph with s_i}céiﬁcaii‘éns of the material to
be supplied and installed, for which financial bid is submitted.

(k) Authorization certificate/Letter from Manufacturer

(I) Character Certificate issued by the competent authority.

(m) Notarized declaration that Bidder/bidder’s firm is not black listed by any
Ministry/department of Govt. of India or Govt. of Bihar in last threc years due to
unsatisfactory performance or any other reason.

(n) Notarized declaration that Bidder/bidder’s has not suppressed any material fact or
submitted any false document and discrepancy in this respect will lead to
disqualification of tender and further legal action can be initiated against Bidder, if
found so. Also, declaration that no agent, middleman or any intermediary has been,
or will be, engaged to provide any materials or any other item or work related to the
award and performance of this contract.

(0) Duly filled and signed Annexure I to IV as token of acceptance of terms and

condition of the tenders.

The tender shall remain valid and open for acceptance for a period of 90 days from the last
date of submission of tender.

LATE AND DELAYED TENDERS: -

Bids must be received not later than the date and time stipulated in the Tender Notice. The
Director, Patna Zoo, may bec at its discretion, extend the deadline for submission of bids in
which case all rights and obligations of the Dircctor, Patna Zoo and the Bidder will be the
same.

Any bid received after the deadline for submission of bids, as stipulated above. shall not
be considered.

BID OPENING AND EVALUATION: -

The Competent Tender Committee will open the technical Bids in the presence of the
Bidders or their representatives who choose to attend at the appointed place and time.

The bid of any bidder who has not complied with one or more of the conditions will be
summarily rejected.

Conditional bids will also be summarily rcjected.
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10.1.4

10.1.5

10.1.6

{18

10.1.8

10.1.9

Financial bids of only the technically pre-qualified bidders will be opened for evaluation
in the presence of qualified bidders.

Bids of only those items will be considered for which Booklet or brochure or technical
specification is submitted in technical bid. The tender committee can allow minor changes
in the technical specifications as mentioned in the annexure I11. Only such finishing work
items satisfying the Specifications provided will be evaluated in the financial bids.

The rates quoted shall be inclusive of all obligations relating to the Defect Liability Period
and warranty as specified in Clause 8.3.

No scparatc payment shall be made by Patna Zoo for routine maintenance, repair,
rectification, replacement or service required during the Defect Liability Period.

The cost of material submitted by the bidder must include any other charges or changes in
the tax rates etc. as communicated by the central or state government from time to time.

The financial evaluation and award will be made item-wise. The contract shall be awarded
to the technically qualified bidder quoting the lowest responsive rate (1.1) for the respective
work item, subject to fulfillment of all eligibility criteria and other terms and conditions of
the tender.

10.1.10 In the event that two or more bidders quote the same 1.1 rate, the contract shall be awarded

bascd on lottery system through draw of lots by the tender committee in the presence of the
concerned bidders, duly recorded. The final decision in such a case shall be binding on all
participating bidders.

10.1.TTIf, during the contract period, it is established on the basis of comparable specifications,

quality and prevailing market rates that the same or equivalent material is available at a
lower rate, the Patna Zoo may require the successful bidder to supply the material at such
lower rate, subject to verification and approval by the Competent Authority.

10.1.12 If the successful bidder fails to supply and install the required materials/work within the

10.2

10.2.1.

10.2:2.

stipulated time or fails to comply with the terms and conditions of the contract, Director,
Patna Zoo shall have the right, without prejudice to its other contractual remedies, to
procure/exccute the balance work through another technically qualified bidder at the L1
rate, and any additional cost/loss incurred on this account shall be recoverable from the
defaulting bidder.

RIGHT TO ACCEPT ANY BID AND TO REJECT ANY OR ALL BIDS: -

The authorized Tender Committee is not bound to accept the lowest or any bid and may at
any time by notice in writing to the bidders terminate the tendering process.

The Tender Committee may reject the bid if it is found that the agency is black listed on
previous occasions by any of the Department/Institutions/Local Bodies/ Municipalities/

4
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11.1.

Lt

11.1.2.

LL.la%

LLdks

11.1.5.

Public Sector Undertakings, ctc. Director, Patna Zoo reserves the right to cancel or reject
all or any of the tender without assigning any reason. Any act on the part of the tenderer to
influence anybody in the concerned offices is liable to rejection of his tender.

. The Tender Committce may reject the Bid in the event that the Bid is accepted but the

successful bidder fails to furnish the performance Security or fails to execute the contract
agrcement.

AWARD OF CONTRACT: -

The Competent Tender Committee, will recommend the contract to the technically
qualified bidder quoting the lowest responsive rate (I.1) for the respective work item,
subject to fulfillment of all eligibility criteria and other terms and conditions of the tender.

The successful bidder shall be informed through the e-Procurement Portal and/or official
communication issued by the Patna Zoo. This letter (hercinafter and in the condition of
contract called the “Letter of Offer”) shall prescribe the amount which Patna Zoo will pay
to the bidder in consideration of the supply, installation and repair of material to be
provided by the successful bidder/s as prescribed in the contract.

The successful bidder will submit non-judicial stamp of Rs. 1,000/~ in the office of
Director, Patna Zoo within 3 days of issue of letter of offer and will execute a contract
agreement within a period of 7 days from the date of issue of letter of offer.

The successful bidder shall be required to furnish a Performance Security equivalent to
10% of the total contract valuc within 7 (seven) days from the date of receipt of the Letter
of Offer/Work Order, as applicable. The Performance Security shall be furnished in favour
of the Director, Patna Zoo, in the form of an Account Payee Demand Draft, Fixed Deposit
Receipt issued by a Commercial Bank, or Bank Guarantee in an acceptable form, as
specificd in the Tender Document. The Performance Security shall remain valid for the
entire period of exccution of the contract including the applicable Defect Liability Period,
and for a further period of sixty (60) days beyond the expiry of the Defect Liability Period
or discharge of all contractual obligations, whichever is later.

[n case the contract period or the Defect Liability Period is extended for any reason, the
bidder/agency shall, at its own cost, extend the validity of the Performance Sccurity
accordingly so as to maintain continuous validity throughout the required period. Failure
to furnish or extend the Performance Security within the stipulated period shall constitute
a breach of the contract and may attract action as per the terms and conditions of the Tender
Document.

The work shall be completed within 30 (thirty) days from the date of issue of the Work
Order and in any case not later than 15.11.2026, whichever is carlier. Any extension of
time shall be considered, subject to approval of the Competent Authority and in accordance
with the applicable terms and conditions of the contract.
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12.

122

12.3

12.4

12.5

12.7

12.8

TERMS AND CONDITIONS OF CONTRACT

The main purpose of this Tender is to select eligible agencies/firms for Supply and
Installation of wvarious Finishing Work items like False Ceiling, uPVC/Glass
Windows/Doors and other finishing work items, etc, along with all nccessary accessories,
fittings, fixtures, installation materials, scaffolding and other associated works. The above
works shall be executed for the construction and development of Gates and other public
facilitics at Patna Zoo, complete in all respects, as per the approved specifications,
drawings, quality standards and directions of the Director, Patna Zoo. The work shall be
completed within 30 (thirty) days from the date of issue of the Work Order and in any casc
not later than 15.11.2026. whichever is carlier. Any extension of time shall be considered,
subject to approval of the Competent Authority and in accordance with the applicable terms
and conditions of the contract. The material found non-useful will be returned back without
making any payment towards it. No compensation will be entertained for return of such
non-uscful material.

Tender will be valid for the financial yecar 2026-27.

Supply and installation of the finishing work items will be done by the successful bidder
only.

[t will be the responsibility of the successful bidder to provide Registrations/ Permissions/
Authorizations/  NOC  etc. issued by the  concerned Government
Department/institution/Board or any other body authorized for such purpose for the supply
and installation of the material to be supplied, if required.

In no casc successful bidder can change or request to change, the material or the
specification which has been submitted in the technical bid for unavailability or any other
reason.

The successful bidder must supply the material as per design provided by the Director,
Patna Zoo. If the successful bidder fails to supply and/or install the required material/work
in accordance with the approved design, specifications and stipulated timeline, Director,
Patna 700 may get the balance work executed through another technically qualified bidder
at the applicable L1 rate, at the risk and cost of the dcfaulting bidder.

The bidder must supply and install the material within the prescribed timeline as mentioned
in the Work order issued by Director, Patna Zoo. If the supply and installation require more
than the prescribed timeline due to any acceptable reason, the reason and the time required
for the delivery must be mentioned along with the technical bid. The committee can reject
the bid technically, if it is found that undue time for supply is quoted by the bidder.

The work order for the supply and installation of the finishing work items will be issued
after getting approval for the technical and financial evaluation from competent authority.
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12.9

12.10

12.11

12.12

12.15

12.16

1:2.1%

The supply and installation of the finishing work items must be done only as communicated
by the Director, Patna Zoo.

Any change in design, quantity or specification shall be made only with written approval
of the Director, Patna Zoo and shall be dealt with in accordance with the applicable
contractual provisions.

The payment for the work will be done by the Director, Patna Zoo or the authorized officer
only after successful completion (Supply and installation) of the work to the satisfaction of
the Director, Patna Zoo and in accordance with the work order.

The cost of tests and certification from Certified testing lab has to be borne by the
successful bidder

The successful bidder shall be fully responsible for rectifying, repairing, replacing or
making good, as applicable, any defect, failure, deficiency, deterioration or damage
attributable to defective material, workmanship, improper installation or non-compliance
with the approved specifications during the entire Defect Liability Period, at no additional
cost to Patna Zoo. The agency shall commence necessary rectification work within 7 days
of receiving written notice from Patna Zoo and shall complete the same within the period
specified by the Director, Patna Zoo, depending upon the naturc and urgency of the defect.
Failure to rectify defects within the stipulated period may result in recovery of the cost of
rectification from the contractor, invocation/forfeiture of Performance Security, and other
contractual action as applicable, after giving due notice and opportunity to the contractor
in accordance with the terms of the contract and applicable rules.

Successful bidder must abide to all the necessary directions/guidelines communicated by
the Centre/State government from time to time regarding supply and installation of the
finishing work items.

The Director, Patna Zoo will have all the rights to forfeit sccurity deposit in case technical
issucs of material during warranty period or if successful bidder fails to provide necessary
services as and when asked, has to provide for maintenance or repairing/replacing of the
material.

The Patna Zoo reserves the right to cancel or reduce any purchase/work order, in whole or
in part, in accordance with the terms of the tender/contract and applicable Government
rules.

If the successful bidder does not conform to the terms and conditions of the tender or do
not exccute the work within stipulated time, Dircector, Patna Zoo will have all the right to
cancel the contract, recover the resulting loss/cost and invoke or forfeit the Performance
Security., and may initiate debarment/blacklisting proceedings in accordance with
applicable Government rules after following due process.
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12.18

12.19

12.21

L2522

12,23

12.25

12.26

12:27

If the successful bidder supplies any material of lower quality, then it will be the
responsibility of the bidder to remove the material from the site of delivery/installation with
his own expenses within 2 days of communicating the same. If the bidder fails to remove
such material of lower quality from the site, Director, Patna Zoo or any officer authorized
by him will remove the material from the site and the cost of removal of material from the
site of delivery/installation will be recovered from the bidder from his security deposit. The
department will not be responsible for any damages to the material or accessories during
this process.

Any dispute regarding quality or quantity of the supplied material will be decided by the
technical committee appointed by Director, Patna Zoo. If bidder does not satisfied with the
decision of the committee, then the final decision will be taken by the Director, Patna Zoo
which will be binding on the bidder.

The successful bidder shall be liable and responsible to provide all the benefits viz.
Provident Fund, ESI, Bonus, Gratuity, L.eave, etc. to the staff engaged by him as applicable
under applicable labour laws.

The successful bidder shall not engage any sub-contractor or transfer the contract to any
other person in any manner.

All liabilities arising out of accident or death while on duty shall be borne by the successful
bidder.

The successful bidder and its staff shall take proper and reasonable precaution to preserve
from loss, destructions, waste or misuse the areas of responsibility given to them by the
Director, Patna Zoo on behalf of Dept. of Environment, Forest and Climate Change,
GOVERNMENT OF BIHAR and shall not knowingly lend to any person or company any
of the effects of the Patna Zoo under its control.

The successful bidder shall be responsible to maintain all property and equipment of the
Patna Zoo. Any damage or loss caused by successful bidder’s staff/personnel to the Patna
700 in whatever shape would be recovered from the successful bidder.

The successful bidder will not be held responsible for the damage/sabotage caused to the
property of the Patna Zoo duc to the riots/mobs attack/armed dacoit activities or any other
cvent of force majeure.

That in the cvent of any loss occasioned to the Patna Zoo, as a result of any laps on the part
of the successful bidder which will be established after an enquiry conducted by the Patna
700 Management. the said loss can be claimed from the successful bidder. The decision of
the Director, Patna Zoo will be final and binding on the successful bidder.

Any liability arising out of any litigation (Including those in consumer courts) due to any
act of successful bidder’s personnel shall be directly borne by the successful bidder
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14.

14.1

14.2

14.4

including all expenses/fines. The concerned successful bidder’s personnel shall attend the
court of Patna jurisdiction as and when required.

FORCE MAJEURE: -

If at any time during the currency of the contract, cither party is subject to force majeure,
which can be termed as civil disturbance, riots, strikes, tempest, acts of God ctc. which may
prevent either party to discharge the obligation, the affected party shall promptly notify the
other party about the happening of such an event. Neither party shall by reason of such
cvent be entitled to terminate the contract in respect of such performance of their
obligations. The obligations under the contract shall be resumed as soon as practicable after
the event has come to an end or ceased to exist. The Performance of any obligations under
the control shall be resumed as soon as practicable afier the event has come to an end or
ceased to exist. If the performance of any obligation under the contract is prevented or
delayed by reason of the event beyond a period mutually agreed, to if, any, or seven days,
whichever is more, cither party may at option terminate the contract.

The successful bidder shall indemnify the Patna Zoo from and against all claims, damages,
losses and expenses arising out of, or resulting from the works/services under the contract
provided by the contractor.

OBLIGATION OF CONTRACTOR: -

The contractor shall ensure compliance of all legal requirements, License and permissions
required for supplying of the Materials mentioned in the scope of work and must be
obtained by him before supplying of the Materials in the Patna Zoo. The bidder shall
submit, every year, copies of license and permissions required and shall keep the Employer
fully indemnified against the liabilities, obligation and interest which may arise. The bidder
shall ensure full compliance of tax laws of India with regard to this contract and shall be
solely responsible for the same.

The Director, Patna Zoo, will deduct Income Tax at source under Section 194-C of Income
Tax Act from the bidder at the prevailing rates of such sum as income tax on the income
comprised therein. The Director, Patna Zoo, will deduct Goods and Services Tax at source
under relevant provisions of GST Act from the bidder at the prevailing rates of such sum
as GST on the Bill comprised therein.

During the coursc of contract, if any of Successful bidder’s personnel are found to be
indulging in any corrupt practices causing any loss revenue to Director, Patna Zoo shall be
entitled to terminate the contract forthwith duly forfeiting the Successful bidder’s
Performance Guarantee.

In the event of default being made in the payment of any money in respect of wages of any
person deployed by the Successful bidder for carrying out of this contract and if a claim
therefore is filed in the office of the Labour Authorities and proof thereof is furnished to
the satisfaction of the Labour Authorities, the Director, Patna Zoo may, failing payment of
the said money by the Successful bidder, make payment of such claim on bchalfl of the
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14.6

14.7

14.8

14.9

14.10

14.11

151

16.

Successful bidder to the said Labour Authoritics and any sums so paid shall be recoverable
by the Director, Patna Zoo form the Successful bidder.

If any money shall, as the result of any instructions for the Labour authorities or claim or
application made under any of the Labour laws, or Regulations, be directed to be paid by
the Director, Patna Zoo, such money shall be deemed to be payable by the Successful
bidder to the Dircctor, Patna Zoo within seven (7) days. The Director, Patna Zoo shall be
cntitled to recover the amount from the Successful bidder by deduction from money due to
the Successful bidder or from the Performance Security.

The Successful bidder shall indemnify the Director, Patna Zoo from and against all claims,
damages, losses and expenses arising out of, or resulting from the works/services under the
contract provided by the Successful bidder.

The Director, Patna Zoo shall not be responsible for providing any residential
accommodation to personal of the Successful bidder.

The Director, Patna Zoo shall not be under any obligation for providing employment to
any of the worker of the Successful bidder after the expiry of the contract. The Director,
Patna Zoo docs not recognize any employee employer relationship with any of the workers
of the Successful bidder.

If as a result of post payment audit any overpayment is detected in respect of any work
done by the agency or alleged to have done by the agency under the tender, it shall be
recovered by the Director, Patna Zoo from the Successful bidder either from sccurity
deposit/ performance guarantee.

If any underpayment is discovered, the amount shall be duly paid to the Successful bidder
by the Director, Patna Zoo.

The Successful bidder shall provide the copies of relevant records during the period of
contract or otherwise cven after the contract is over whenever required by the Director,
Patna Zoo.

DISPUTE RESOLUTION: -

Any dispute and or difference arising out of or relating to this contract will be resolved
through joint discussion of the authoritics and representatives of the concerned partics.
However, if the disputes are not resolved by joint discussions, then the matter will be
referred for adjudication to the Director, Patna Zoo.

The award of the Dircctor, Patna Zoo shall be final and binding of all the parties. The
arbitration procceding’s if agreed and upon both the parties, shall be governed by Bihar
Public Works Contracts Disputes and Tribunal Act 2008 as amended from time to time.
Arbitration proceeding will be held at Patna, Bihar Only.

JURISDICTION OF COURT: -
The courts at Patna shall have the exclusive jurisdiction to try all disputes, if any, arising
out of this agreement between the partices.
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PAYMENT TERMS: -

Payment shall be released to the successful bidder against submission of the bill, subject to
satisfactory completion of the Supply and Installation of the respective work item, joint
mecasurement/verification, inspection and acceptance by the authorized officer/technical
committee of Director, Patna Zoo, and submission of all required supporting documents.
Payment shall be made as per the accepted rates and quantitics actually exccuted and
accepted, subject to statutory deductions as applicable. -

\\Q\V-*-V‘
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Annexure I1
Rl
Government of Bihar
Department of Environment, Forest & Climate change.

Office of the Director, Patna Zoo

TENDER NOTICE INVITING e-TENDER

(Through e-Procurement mode only over https://eproc2.bihar.gov.in)

Short Notice Tender No: 8/e-PROC/PZ/2026-27

SCOPE OF WORK

Summary of Work:

The Department of Environment, Forest and Climate Change, Government of Bihar is undertaking
the redevelopment and improvement of visitor facilities at Patna Zoo, including the development
of a Visitor I'acilitation Zone. The Visitor Facilitation Zone shall comprise an Entrance Plaza and
decorative boundary clements. The Entrance Plaza shall have an approximate height of 20 fect
above Natural Ground Level (NGL) and shall accommodate essential visitor and opcrational
facilitics, including ticket counters, a souvenir shop, cloak room, staff room and other associated
facilities. In addition, a Cafeteria is being developed in the vicinity of the Visitor Facilitation Zone
to cater to the needs of visitors. The cafeteria building shall have an approximate maximum height
of 20 feet above NGL. The finishing works covered under this Tender shall be executed in these
facilities as per the approved architectural drawings, designs, technical specifications and
directions of the Director, Patna Zoo. The work is proposed to be completed before 15" November,
2026.

Name of Work:

Supply and Installation of various Finishing Work items like False Ceiling, uPVC/Glass
Windows/Doors and other finishing work items, etc.

Purpose of the Work:

The main purpose of this Tender is to sclect eligible agencies/firms for the Supply and Installation
of various Finishing Work items like False Ceiling, uPVC/Glass Windows/Doors and other
finishing work items, etc, along with all necessary accessories, fittings, fixtures, installation
materials, scaffolding and other associated works. The above works shall be executed for the
construction and development of Gates, Cafeteria and other public facilities at Patna Zoo, complete
in all respects, as per the approved specifications, drawings, quality standards and directions of the
Director, Patna Zoo. The sclected agency/firm shall complete the works within the prescribed
timeline (before 15th November, 2026) as specified in the Tender Document and as directed by
the Director, Patna Zoo.

The scope of the contract shall include, but not be limited to, the following:
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* Supply and Installation of the specified Finishing Work items during the Financial Yecar 2026
27, as per the approved specifications, drawings, quality standards and directions of Patna
Z.00.

* Maintenance, repair, rectification and replacement, wherever required, of the supplied and
installed materials/items during the applicable Warranty Period and Defect Liability Period
(DLP) as specified in the Tender Document.

* The obligations relating to warranty, maintenance and Defect Liability Period shall continue
beyond the Financial Year 2026-27, wherever applicable, until expiry of the respective
warranty/DLP period.

The agency shall complete all works within the prescribed timelines specified in the Work

Order/Tender Document and shall remain responsible for all post-completion obligations during

the applicable warranty and Defect Liability Period.

Work Completion Time:

The work shall be completed within 30 (thirty) days from the date of issue of the Work Order and
in any case not later than 15.11.2026, whichever is carlier. Any extension of time shall be
considered, subject to approval of the Competent Authority and in accordance with the applicable
terms and conditions of the contract.

Technical Specification of Material: (Photograph Attached for Reference)
As mentioned in the technical specification sheet (Annexure-111).

Accessories required:

All accessories required for the installations including minor accessories and scaffolding required
for the installation.,

Estimated Quantity: As mentioned in the Financial Bid (Annexure-V).
Bid Price: -

The rates quoted by the bidder for the Supply and Installation of the Finishing Work
materials/items shall be all-inclusive, covering all applicable taxes, GS'T, cess, dutics, fees and
statutory charges, including any charges towards registration, authorization, NOC, permits or
approvals, wherever applicable. The quoted rates shall also include the cost of packing, loading,
transportation up to Patna Zoo, unloading, handling. storage, installation, crection, scaffolding and
all other materials, tools, equipment, labour and incidental works required for proper and complete
cxecution of the work. No extra payment or hidden charges, over and above the rates quoted and
accepted in the Financial Bid, shall be payable by Patna Zoo on account of any such costs or
charges.

The cost of Supply and Installation of the Finishing Work materials/items shall be inclusive of all
costs towards repair, rectification, replacement and maintenance required during the Defect
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Liability Period (DLP), including the cost of materials, labour, scrvice, transportation, scaffolding
and all other incidental expenses.

The Defect Liability Period (DLP) shall be three (3) years from the date of completion and
acceptance of the respective Finishing Work item/work by Patna Zoo.

The sclected agency shall be fully responsible for rectifying, repairing, replacing or making good,
as applicable. any defect, failure, deficiency, deterioration or damage attributable to defective
matcrial, workmanship, improper installation or non-compliance with the approved specifications
during the entire Defect Liability Period, at no additional cost to Patna Zoo.

The manufacturer/OEM warranty applicable to the respective materials/items shall be provided
and passed on to Patna Zoo by the Contractor. Where the OEM warranty extends beyond three (3)
years, such warranty shall continue to remain applicable to the concerned material/item for the full
OEM warranty period.

No separatc payment shall be made by Patna Zoo for routine maintenance, repair, rectification,
replacement or service required during the Defect Liability Period.

The cost of material submitted by the bidder must include any other charges or changes in the tax
rates etc. as communicated by the central or state government from time to time.

Other information and Conditions:

Once the contract is finalized work order will be placed as per requirement. Successful bidder has
to comply with terms of work order.
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Photographs of Tentative View of Gate No 1 and 2
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SL.

_No.

Annexure II1

Specifications for the Material

Specification for Finishing Work Item Remarks
Providing and fixing false ceiling at all hcighi‘;;cluding providing and fixing of | As per
frame work made of special sections, power pressed from M.S. sheets and approved

galvanized with zinc coating of 120 gms/sqm (both side inclusive) as per IS :
277 and consisting of angle cleats of size 25 mm wide x 1.6 mm thick with
flanges of 27 mm and 37 mm, at 1200 mm centre to centre, one flange fixed to
the ceiling with dash fastener 12.5 mm dia x 50 mm long with 6 mm dia bolts,
other flange of cleat fixed to the angle hangers of 25x10x0.50 mm of required |
length with nuts & bolts of required size and other end of angle hanger fixed I
with intermediate G.I. channels 45x15x0.9 mm running at the spacing of 1200
mm centre to centre, to which the ceiling section 0.5 mm thick bottom wedge of
80 mm with tapered flanges of 26 mm each having lips of 10.5 mm, at 450 mm
centre to centre, shall be fixed in a direction perpendicular to G.I. intermediate
channel with connecting clips made out of 2.64 mm dia x 230 mm long G.I. wire
at every junction, including fixing perimeter channels 0.5 mm thick 27 mm high
having flanges of 20 mm and 30 mm long, the perimeter of ceiling fixed to i
wall/partition with the help of rawl plugs at 450 mm centre, with 25 mm long

dry wall screws @ 230 mm interval, including fixing of gypsum board to ceiling

section and perimeter channel with the help of dry wall screws of size 3.5 x 25

mm at 230 mm c/c, including jointing and finishing to a flush finish of tapered

and square edges of the board with recommended jointing compound , jointing |

tapes , finishing with jointing compound in 3 layers covering upto 150 mm on
both sides of joint and two coats of primer suitable for board, all as per
manufacturer’s specification and also including the cost of making openings for
light fittings, grills, diffusers, cutoutsmade with frame of perimeter channels
suitably fixed, all complete as per drawings, specification and direction of the
Engincer in Charge but excluding the cost of painting with : :

design issued
by Director,
Patna Zoo

B2 |

12.5 mm thick tapercd cdge gypsum moisture resistant board

T’ul'ls,; Pcrfbr'aigdu(-“jypsmn Plaster Board of size 1200 x 2400x12.5 mm havihg |
approx. 15 % perforated arca with perforation size and pattern as approved by
the Engincer-in-charge and as per manufacturer’s specification, with all 4 side
tapered and backed by acoustical tissue with NRC value not less than 0.60.

Prowdmg and fixing tiled false ceiling of SpClelcd materials of size 595x595
mm in true horizontal level, suspended on inter locking metal grid of hot dipped |

galvanized steel sections ( galvanized @ 120 grams/ sqm, both side inclusive) |
consisting of main "T" runner with suitably spaced joints to get required length
and of size 24x38 mm made from 0.30 mm thick (minimum) sheet, spaced at
1200 mm center to center and cross "T" of size 24x25 mm made of 0.30 mm
thick (minimum) sheet, 1200 mm long spaced between main "T" at 600 mm
center to center to form a grid of 1200x600 mm and sccondary cross "T" of
length 600 mm and size 24x25 mm made of 0.30 mm thick (minimum) sheet to
be interlocked at middle of the 1200x600 mm panel to form grids of 600x600

| BCD

Item Code No.

12.45.3 of
BCD SOR
2022

Item Code No.
12.45.4 of
BCD SOR
2022

Item Code No.
12.52x.3 of
SOR
2022
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mm and wall angle of size 24x24x0.3 mm and laying false ceiling tiles of
approved texture in the grid including, required cutting/making, opening for .
services like diffusers, grills, light fittings, fixtures, smoke detectors ctc. Main |
"T" runners to be suspended from ceiling using GI slotted cleats of size 27 x 37
x 25 x1.6 mm fixed to ceiling with 12.5 mm dia and 50 mm long dash fasteners,
4 mm GI adjustable rods with galvanised butterfly level clips of size 85 x 30 x
0.8 mm spaced at 1200 mm center to center along main T, bottom exposed width
of 24 mm of all T-sections shall be pre-painted with polyester paint, all complete
for all heights as per specifications, drawings and as directed by Engineer-in-
charge. |
12.5 mm thick square edge PVC Laminated Gypsum Tile of size 595x595 mm,
made of Gypsum plasterboard, manufactured from natural gypsum as per IS
2095 part I and laminated with white 0.16mm thick fire retardant PVC film on
the face side and 12micron metalized polyester on the back side with all cdges |
scaled with the face side PVC film which goes around and wraps the edges and
is bonded to the edges and the back side metalized polyester film so as to make
the tile a completely sealed unit.

L3

Providing and fixing GI Clip in Metal Ceiling System of 600x600 mm module
which includes providing and fixing 'C' wall angle of size 20x30x20 mm made
of 0.5 mm thick pre painted steel along the perimeter of the room with help of
nylon sleeves and wooden screws at 300 mm center to centre, suspending the
main C carrier of size 10x38x10 mm made of G.I steel 0.7 mm thick from the
soffit with help of soffit cleat 37x27x25x1.6 mm, rawl plugs of size 38x12 mm |
and C carrier suspension clip and main carrier bracket at 1000 mm c/c. Inverted
triangle shaped Spring Tee having height of 24 mm and width of 34 mm made
of Gl steel 0.45 mm thick is then fixed to the main C carrier and in direction
perpendicular to it at 600 mm centers with help of suspension brackets. |
Wherever the main C carrier and spring T have to join,C carrier and spring T
connectors have to be used. All sections to be galvanized @ 120 gms/sqm (both
side inclusive), fixing with clip in tiles into spring T with:

GI Metal Ceiling Clip in plain Beveled edge global white color tiles of size
600x600 and 0.5 mm thick with 25 mm height, made of GI sheet having
galvanizing of 100 gms/ sqm (both sides inclusive) and 20% perforation arca
with 1.8 mm dia holes and having NRC of 0.5, electro statically polyester
powder coated of thickness 60 microns (minimum), including factory painted
after bending and perforation.

As per
approved
design issued
by Dircctor,
Patna Zoo
(Item Code
No. 12.54X2
of BCD SOR
2022)

Providing and fixing in position wall panclling at all heights with integral
densified calcium silicate pancls/tiles of size 595 x 595mm, having NRC (Noise
Reduction cocfficient) of 0.50 (minimum) as per IS 8225:1987, Light reflectance
of 85% (minimum). Non combustible as per BS:476 (part-4), fire performance
as per BS:476 (part 6 &7), humidity resistance of 100%, thermal conductivity <
0.043 W/m K as per ASTM 518:1991, comprising of a frame made from
especially fabricated galvanised mild steel sheet 0.50 mm thick pressed section |
(galvanizing @120 grams per sqm including both sides) i.c.vertical studs of size

48 x 34 x 36 mm are placed at 600mm center to center in a floor and cciling

channel section of size 50 x 32m fixed to the floor and soffit at 600mm centers

using 12mm dia,50mm long wedge type expanded zinc alloy dash fastner with |
10mm bolt. This same channel is then to be fixed in horiziontal direction at

600mm center to center so as to form a grid of 600mm x 600mm. Glasswool of .
50mm thickness is then to be inserted in the slots and finally calcium silicate non ,

As per
approved
design issued
by Dircctor,
Patna Zoo
(Item  Code
No. 26.24 of
BCD SOR
2022

|
!

Page 27 of 37




combustible panels/tiles are to be screw fixed with self tapping pan head nickel |
coated mild steel screws of size 13 x 3.2mm on to this grid leaving an cven |
groove of 1 mm between the panels. The joints between the panels are to be duly |
jointed and finished using recommended jointing calcium silicate based
compound and fiber joint tape roll 50mm wide (90 metre )roll and two coats of |
primer suitable for panelling as per manufacturer's specification as per direction
of Enginecer-in-Charge all complete.

15 mm thick fully With perforated square/butt edge light weight calcium sﬂu.atc |
_pancls/ tiles

Providing and fixing in position 12 mm thick ioughcncd Clear Glass in partition
pancls by using various glass fittings of approved make to be fixed with
neeessary fittings on the ceiling duly finished without giving any load on the
falsc ceiling by using necessary hardware, necessary and required numbers to
complete the job in all respect. Rate including cost of door opening with approval
hardware such as patch fitting lock, handle etc of approved make but without
cost of floor spring. Contractor is advised to submit working drawing with
details of approved make patch fitting, sizes of glass panels etc and take
approvals of consultants before execution of works. All complete as per detail '
drawing, as specified and as directed by Architect / Consultant / Project - In -

Charge.

_I’zowdmg and lmn_ﬂ taclory made uPVC white coloured/Wooden finish : slidmg

glazed window upto 1.50 m in height dimension comprising of uPVC multi-
chambered frame with in-built roller track and sash extruded profiles duly
reinforced with 1.60 £+ 0.2 mm thick galvanized mild steel section made from
roll forming process of required length (shape & size according to uPVC
profile), appropriate dimension of uPVC extruded glazing beads and uPVC
extruded interlocks, EPDM gasket, wool pile, zinc alloy (white powder coated)
touch locks with hook, zinc alloy body with single nylon rollers (weight bearing
capacity to be 40 kg), G.I fasteners 100 x 8 mm size for fixing frame to finished
wall and necessary stainless steel screws ete. Profile of frame & sash shall be
mitred cut and fusion welded at all corners, including drilling of holes for fixing
hardware's and drainage of water etc. After fixing frame the gap between frame '
and adjacent finished wall shall be filled with weather proof silicon sealent over
backer rod of required size and of approved quality, all complete as per approved
drawing & dircction of Engineer-in-Charge. (Single / double glass panes, wire
mesh and silicon scalent shall be paid separately) Note: For uPVC frame and
sash extruded profiles minus 5% tolerance in dimension i.e. in depth & width of
profile shall be acceptable.
Three track three panels sliding window with fly proof SS wire mesh (Two nos.
glazed & one no. wire mesh panels) made of (small series) frame 92 x 44 mm &
sash 32 x 60 mm both having wall thickness of 1.9 + 0.2 mm and single glazing
bead of appropriate dimension (Area of window upto 1.75 sqm).

As
approved
design issued
by Director,
Patna Zoo

per

As
approved
design issued
by Director,
Patna Zoo
(Item Code
No. 9.147D.2
of BCD SOR
2022)

per

P:owdmo and fixing fdcmry made uPVC white coloured/Wooden finish sliding
glazed window upto 1.50 m in height dimension comprising of uPVC multi-
chambered frame with in-built roller track and sash extruded profiles duly |
reinforced with 1.60 + 0.2 mm thick galvanized mild stecl section made from
roll forming process of required length (shape & size according to uPVC
profile), appropriate dimension of uPVC extruded glazing beads and uPVC
extruded interlocks, EPDM gasket, wool pile, zinc alloy (white powder coated)
touch locks with hook, zinc alloy body with single nylon rollers (weight bearing

.by

As
approved
design issued
Director,
Patna Zoo
(Item Code
No. 9.147D.4
of BCD SOR
2022)

per

!
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capacity to be 40 kg), G.I fasteners 100 x 8 mm size for fixing frame to finished |

wall and necessary stainless steel screws etc. Profile of frame & sash shall be
mitred cut and fusion welded at all corners, including drilling of holes for fixing
hardware's and drainage of water ctc. After fixing frame the gap between frame
and adjacent finished wall shall be filled with weather proof silicon sealent over
backer rod of required size and of approved quality, all complete as per approved
drawing & direction of Engineer-in-Charge. (Single / double glass panes, wire
mesh and silicon sealent shall be paid separately) Note: For uPVC frame and

sash extruded profiles minus 5% tolerance in dimension i.c. in depth & width of |

profile shall be acceptable.

Three track three panels sliding window with fly proof S.S wire mesh (Two nos.
glazed & one no. wire mesh panels) made of (big series) frame 116 x 45 mm &
sash 46 x 62 mm both having wall thickness of 2.3 + 0.2 mm and single glazing
bead / double glazing bead of appropriate dimension. (Arca of window above
1.75 sqm).

Design, supply, installation, and commissioning of natural-looking stone
cladding over boundary wall elevation shall be carried out as per approved
design, drawings, and instructions of the Engineer-in-Charge. The work includes
providing and supplying approved quality natural stone of required texture,
color, and finish to achicve a natural aesthetic appearance. The contractor shall
prepare the surface of the boundary wall by proper cleaning, leveling, and
application of bonding coat wherever required. The cladding shall be exccuted
using a wet cladding system with cement mortar of specified mix proportion
(such as 1:4 or as directed), ensuring proper bedding and firm fixing of the
stones. Necessary anchors or clamps shall be provided wherever required to
ensure structural stability and durability.

The stones shall be properly cut, dressed, and edge-finished to match the
approved pattern and layout. All joints shall be neatly filled with suitable grout
or mortar and pointed with matching pigment where required to achieve a
uniform finish. The work shall include curing, cleaning, and final finishing of
the surface, along with provision of scaffolding, tools, plants, and all labor
necessary for complete execution. The rate shall include the cost of all materials,
labor, transportation, loading and unloading, cutting, wastage, fixing, grouting,
curing, scaffolding, and all incidental charges required to complete the work in
all respects.

As per
approved
design issued
by Director,
Patna Zoo
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TECHNICAL BID FORM

Annexure IV

1. Name, FFull Address and Mobile no. of the Tenderer:
2. Name, Full Address and Mobile number. email of the Firm
;L Technical information T:?: l::zemr]s:;;);:ztgfls Page No
Proof of submission of cost of Tender document (non-refundable) ” | - - -
1 .
Rs 1,000/-. L
, | Proof of submission of Bid Security (EMD) for an amount of Rs
= | 50,000/- deposited through online mode -
3 | Sclf-attested Photocopy of Address & Identity proof
A Self-attested photocopy of the partnership deed in case of firm and
letter of authority by the firm to participate in the tender i
Self-attested copy of PAN No. card under Income Tax Act. along
5 | with Income Tax return of last three assessment years. i.e. AY
| 12023-24, 2024-25 and 2025-26 .
6 Sclf-attested copy of Goods and Service Tax (GST) Registration 5
Number. 1 e ]
7 Proof of Average Annual turnover as stated in Clause 2 supponed |
| by audited balance sheet issued by certified CA. - l
g Proof of experience as stated in Clause 2 supported by documents |
| from the concerned organization S N
Brochures with specification and photograph with specifications !
9 | of the material to be supplied and installed, for which financial bid
is submitted B -
10 Authorization certificate/Letter from Manufacturer, wherever .
applicable .
11 | Character (,Lmﬁcatc issued by the compctcnt authority.
12 | Notarized dcclarduon that Bidder/bidder’s firm is not black listed f
Notarized declaration that Bidder has not suppressed any material
13 | fact or submitted any false document and no agent, middleman or
any intermediary has been, or will be, engaged for this work. | |

| hereby declare that I have read and agree with the terms and conditions of the tender and will abide by the
terms and conditions of the tender.

Place:

Date:

Signature of the Tenderer

Name and Address of the Tenderer with

phone no and Email Id
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SIL
No.

Financial Bid

Name of Work Item

P]‘ovidﬁ1g_arld ﬁging false ceiling at all
height including providing and fixing of
frame work made of special sections, power
pressed from M.S. sheets and galvanized
with zinc coating of 120 gms/sqm (both side
inclusive) as per IS : 277 and consisting of
angle cleats of size 25 mm wide x 1.6 mm
thick with flanges of 27 mm and 37 mm, at
1200 mm centre to centre, one flange fixed
to the ceiling with dash fastener 12.5 mm dia
x 50 mm long with 6 mm dia bolts, other
flange of cleat fixed to the angle hangers of
25x10x0.50 mm of required length with nuts
& bolts of required size and other end of
angle hanger fixed with intermediate G.1.
channels 45x15x0.9 mm running at the
spacing of 1200 mm centre to centre, to
which the ceiling section 0.5 mm thick
bottom wedge of 80 mm with tapered
flanges of 26 mm cach having lips of 10.5
mm, at 450 mm centre to centre, shall be
fixed in a direction perpendicular to G.I.
intermediate channel with connecting clips
made out 0f 2.64 mm dia x 230 mm long G.1I.
wire at every junction, including fixing
perimeter channels 0.5 mm thick 27 mm
high having flanges of 20 mm and 30 mm
long. the perimeter of ceiling fixed to
wall/partition with the help of rawl plugs at
450 mm centre, with 25 mm long dry wall
screws @ 230 mm interval, including fixing
of gypsum board to cciling section and
perimeter channel with the help of dry wall
screws of size 3.5 x 25 mm at 230 mm c/c,
including jointing and finishing to a flush
finish of tapered and square edges of the
board  with  recommended  jointing
compound , jointing tapes , finishing with
jointing compound in 3 layers covering upto
150 mm on both sides of joint and two coats

Unit

Tentative
Quantity

Annexure V

Unit Rate inclusive of all applicable taxes
and duties, royalty/seigniorage, loading,
unloading, transportation up to the work

site at Patna Zoo, scaffolding, fixing

accessories, hardware, consumables,
installation, and all other incidental
charges required for complete exccution of
—ctlievoRle
In Digits In Words

Make of
item to be
supplied
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'o'f_];r-imcr suitable for board, all as per
manufacturer’s  specification and also
including the cost of making openings for
light fittings, grills, diffusers, cutoutsmade
with frame of perimeter channels suitably
fixed, all complete as per drawings,
specification and direction of the Engincer
in Charge but excluding the cost of painting
with :

12.5 mm thick tapered edge gypsum
moisture resistant board

Sgm

Fully Perforated Gypsum Plaster Board of
size 1200 x 2400x12.5 mm having approx.
15 % perforated area with perforation size
and pattern as approved by the Engineer-in-
charge and as per manufacturer’s
specification, with all 4 side tapered and
backed by acoustical tissue with NRC value
not less than 0.60.

Sgm

]

Providing-_a.nd-ﬁxing tiled false ceiling of

specified materials of size 595x595 mm in
true horizonal level, suspended on inter
locking metal grid of hot dipped galvanized
steel sections ( galvanized @ 120 grams/
sqm, both side inclusive) consisting of main
"T" runner with suitably spaced joints to get
required length and of size 24x38 mm made
from 0.30 mm thick (minimum) sheet,
spaced at 1200 mm center to center and
cross "T" of size 24x25 mm made of 0.30
mm thick (minimum) sheet, 1200 mm long
spaced between main "T" at 600 mm center
to center to form a grid of 1200x600 mm and
sccondary cross "T" of length 600 mm and
size 24x25 mm made of 0.30 mm thick
(minimum) sheet to be interlocked at middle
of the 1200x600 mm panel to form grids of
600x600 mm and wall angle of size
24x24x0.3 mm and laying false ceiling tiles
of approved texture in the grid including,
required cutting/making, opening for
services like diffusers, grills, light fittings,
fixtures, smoke dctectors etc. Main "T"
runners to be suspended from ceiling using
Gl slotted cleats of size 27 x 37 x 25 x1.6
mm [ixed to ceiling with 12.5 mm dia and
50 mm long dash fasteners, 4 mm Gl
adjustable rods with galvanised butterfly
level clips of size 85 x 30 x 0.8 mm spaced

Sqm

90

)
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at 1200 mm center to center along main T,
bottom exposed width of 24 mm of all T-
sections shall be pre-painted with polyester
paint, all complete for all heights as per
specifications, drawings and as directed by
Engineer-in-charge.

12.5 mm thick squarc edge PVC Laminated
Gypsum Tile of size 595x595 mm, made of
Gypsum plasterboard, manufactured from
natural gypsum as per IS 2095 part | and
laminated with white 0.16mm thick fire
retardant PVC film on the face side and
12Zmicron metalized polyester on the back
side with all edges sealed with the face side
PVC film which goes around and wraps the
cdges and is bonded to the edges and the
back side metalized polyester film so as to
make the tile a completely sealed unit.

Providing and fixing Gl Clip in Metal
Ceiling System of 600x600 mm module
which includes providing and fixing 'C' wall
angle of size 20x30x20 mm made of 0.5 mm
thick pre painted stecl along the perimeter of
the room with help of nylon sleeves and
wooden screws at 300 mm center to centre,
suspending the main C carrier of size
10x38x10 mm made of G.I steel 0.7 mm
thick from the soffit with help of soffit cleat
37x27x25x1.6 mm, rawl plugs of size 38x12
mm and C carrier suspension clip and main
carrier bracket at 1000 mm c/c. Inverted
triangle shaped Spring Tee having height of
24 mm and width of 34 mm made of Gl steel
0.45 mm thick is then fixed to the main C
carrier and in direction perpendicular to it at
600 mm centers with help of suspension
brackets. Wherever the main C carrier and
spring T have to join,C carrier and spring T
connectors have to be used. All sections to
be galvanized @ 120 gms/sqm (both side
inclusive), fixing with clip in tiles into
spring T with:

GI Metal Ceiling Clip in plain Beveled edge
global white color tiles of size 600x600 and
0.5 mm thick with 25 mm height, made of
Gl sheet having galvanizing of 100 gms/
sqgm (both sides inclusive) and 20%
perforation arca with 1.8 mm dia holes and
having NRC of 0.5, clectro statically

polyester powder coated of thickness 60 |

Sqm

40

Page 33 of 37




microns (minimum), including factory
painted after bending and perforation.

Providing and fixing in position wall
panclling at all heights with integral
densified calcium silicate panels/tiles of size
595 x 595mm, having NRC (Noisc
Reduction coefficient) of 0.50 (minimum)
as per IS 8225:1987, Light reflectance of
85% (minimum). Non combustible as per
BS:476 (part-4), fire performance as per
BS:476 (part 6 &7), humidity resistance of
100%, thermal conductivity < 0.043 W/m K
as per ASTM 518:1991, comprising of a
frame made from especially fabricated
galvanised mild steel sheet 0.50 mm thick
pressed section (galvanizing @120 grams
per sqm including both sides) i.c.vertical
studs of size 48 x 34 x 36 mm are placed at
600mm center to center in a floor and ceiling
channel scction of size 50 x 32m fixed to the
floor and soffit at 600mm centers using
12mm dia,50mm long wedge type expanded
zinc alloy dash fastner with 10mm bolt. This
same channel is then to be fixed in
horiziontal direction at 600mm center to
center so as to form a grid of 600mm x
600mm. Glasswool of 50mm thickness is
then to be inserted in the slots and finally
calcium  silicate  non  combustible
panels/tiles are to be screw fixed with self
tapping pan head nickel coated mild steel
screws of size 13 x 3.2mm on to this grid
lecaving an even groove of 1| mm between the
panels. The joints between the panels are to
be duly jointed and finished using
recommended jointing calcium  silicate
based compound and fiber joint tape roll
50mm wide (90 metre )roll and two coats of
primer suitable for panelling as per
manufacturer's specification as per direction
of Engineer-in-Charge all complete.

15 mm thick fully With perforated
squarc/butt edge light weight calcium
silicate panels/ tiles

Sgm

50

Providing and fixing in position 12 mm
thick Toughened Clear Glass in partition
panels by using various glass fittings of
approved make to be fixed with necessary
fittings on the ceiling duly finished without
giving any load on the false ceiling by using

Sqm
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necessary hardware, necessary and required
numbers to complete the job in all respect.
Rate including cost of door opening with
approval hardware such as patch fitting lock,
handle ctc of approved make but without
cost of floor spring. Contractor is advised to
submit working drawing with details of
approved make patch fitting, sizes of glass
pancls etc and take approvals of consultants
before execution of works. All complete as
per detail drawing, as specified and as
directed by Architect / Consultant / Project -
In - Charge.

Providing and fixing factory made uPVC
white  coloured/Wooden finish  sliding
glazed window upto 1.50 m in height
dimension comprising of uPVC multi-
chambered frame with in-built roller track
and sash extruded profiles duly reinforced
with 1.60 + 0.2 mm thick galvanized mild
steel section made from roll forming process
of required length (shape & size according
to uPVC profile), appropriate dimension of
uPVC extruded glazing beads and uPVC
extruded interlocks, EPDM gasket, wool
pile, zinc alloy (white powder coated) touch
locks with hook, zinc alloy body with single
nylon rollers (weight bearing capacity to be
40 kg), G.I fasteners 100 x 8 mm size for
fixing frame to finished wall and necessary
stainless steel screws ete. Profile of frame &
sash shall be mitred cut and fusion welded at
all corners, including drilling of holes for
fixing hardware's and drainage of water ctc.
After fixing frame the gap between frame
and adjacent finished wall shall be filled
with weather proof silicon secalent over
backer rod of required size and of approved
quality, all complete as per approved
drawing & direction of Engincer-in-Charge.
(Single / double glass panes, wire mesh and
silicon sealent shall be paid separately)
Note: For uPVC frame and sash extruded
profiles minus 5% tolerance in dimension
i.e, in depth & width of profile shall be
acceptable.

Three track three panels sliding window
with fly proof SS wirc mesh (Two nos.
glazed & one no. wire mesh panels) made of
(small series) frame 92 x 44 mm & sash 32

x 60 mm both having wall thickness of 1.9 +
0.2 mm and single glazing bead of

)
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appropriatc dimension (Arca of window
upto 1.75 sqm).

6a

White

6b

Wooden Finish

Ta

Providing and fixing factory made uPVC
white coloured/Wooden finish  sliding
glazed window upto 1.50 m in height
dimension comprising of uPVC multi-
chambered frame with in-built roller track
and sash extruded profiles duly reinforced
with 1.60 % 0.2 mm thick galvanized mild
steel section made from roll forming process
of required length (shape & size according
to uPVC profile), appropriate dimension of
uPVC extruded glazing beads and uPVC
extruded interlocks, EPDM gasket, wool
pile, zinc alloy (white powder coated) touch
locks with hook, zinc alloy body with single
nylon rollers (weight bearing capacity to be
40 kg), G.I fasteners 100 x 8 mm size for
fixing frame to finished wall and necessary
stainless steel screws ete. Profile of frame &
sash shall be mitred cut and fusion welded at
all corners, including drilling of holes for
fixing hardware's and drainage of water ete.
After fixing frame the gap between frame
and adjacent finished wall shall be filled
with weather proof silicon secalent over
backer rod of required size and of approved
quality, all complete as per approved
drawing & direction of Engineer-in-Charge.
(Single / double glass panes, wire mesh and
silicon secalent shall be paid separately)
Note: For uPVC frame and sash extruded
profiles minus 5% tolerance in dimension
i.e. in depth & width of profile shall be
acceplable.

Three track three panels sliding window
with fly proof S.S wire mesh (Two nos.
glazed & one no. wire mesh panels) made of
(big series) frame 116 x 45 mm & sash 46 x
62 mm both having wall thickness of 2.3 +
0.2 mm and single glazing bead / double
glazing bead of appropriate dimension,
(Arca of window above 1.75 sqm).

Sqm

White

7b

Wooden FFinish

Sqm

40

Design, supply, installation, and
commissioning of natural-looking stone

cladding over boundary wall elevation shall

Sgm

80
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be carried out as per approved design,
drawings, and instructions of the Engineer-
in-Charge. The work includes providing and
supplying approved quality natural stone of
required texture, color, and finish to achicve
a natural aesthetic appearance. The
contractor shall prepare the surface of the
boundary wall by proper cleaning, leveling,
and application of bonding coat wherever
required. The cladding shall be executed
using a wet cladding system with cement
mortar of specified mix proportion (such as
1:4 or as dirccted), ensuring proper bedding
and firm fixing of the stones. Necessary
anchors or clamps shall be provided
wherever required to ensure structural
stability and durability.

The stones shall be properly cut, dressed,
and cdge-finished to match the approved
pattern and layout. All joints shall be neatly
filled with suitable grout or mortar and
pointed with matching pigment where
required to achieve a uniform finish. The
work shall include curing, cleaning, and
final finishing of the surface, along with
provision of scaffolding, tools, plants, and
all labor necessary for complete execution.
The rate shall include the cost of all
materials, labor, transportation, loading and
unloading,  cutting, wastage, fixing,
grouting, curing, scaffolding, and all
incidental charges required to complete the

(*Note:-Quantity of material mentioned above is tentative. It may Increase or Decrease as per Requirement.)

I/We hereby declare that the rates quoted above are firm and are inclusive of all applicable taxes, dutics,
cess, royalty/seigniorage, transportation, loading, unloading, scaffolding, fixing accessorics, installation,
labour and all other charges required for complete execution of the work at Patna Zoo during the Financial
Year 2026-27. I/We agree to abide by all the terms and conditions of the Tender Document

Signature of Tenderer
Name of the Tender
Address:

Mobile No.
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